A P Products

Ordering Information

LEFT-END... | RIGHT-END CONNECTOR STYLE NUMBERS
SOCKEWithout Taf NO CONNECTQRSOCKEWithout Taf SOCKEWith Tab Ke| DIP DRB
Style 39001 Style 39000 Style 39001 Style 39002 Style 39007 Style 39023
DOWN DOWN DOWN DOWN DOWN
OPEN
UpP UpP upP upP UP
Stripped and
STR'PE UP tinned available
DOWN DOWN DOWN DOWN DOWN
OPEN
UpP UpP UpP UpP UP
Stripped and
STRIPE DOWN tinned available

Easy 4—Step Jumper DeSCI’iption - EXAMPLEor detailed information please see Technical Informations

LEFT CONTACTS

CONNECTOR STYLE NO.

CONTACT

FINISH CONNECTOR SIZE

STEP 1 Left® 4P —_— —
oy o LLIN[3[9lol o] d—[ol1]—[2]0]
LeftOpen =LO CONTACT
RIGHT CONTACTS CONNECTOR STYLENO.  EINISH CONNECTOR SIZE
STEP2 Right® =RP - -
e = [RP] [3[ 90l o 3—[0]1] —[2]0]
RightCpen =RO NUMBER OF
CABLE (conductor #1)CABLE STYLE NO. ALWAYS ,00° CONDUCTORS
STEP 3 Stripe ® =SP —_ R
e sp [SIN] [3[ 93] 2] 4—[olo] —[2]0]
TIP-TO-TIP JUMPER LENGTH  pecivaL
STEP 4 MilliMeters =MM |M|M|| |7|0|0| |0|0|
INches =IN °

NOTES: Where connector sizes are different, the inactive contacts will be located farthest from the cable stripe unless

otherwise specified.
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\} A P Products

Socket Connector Jumper Selection Guide

Style No.: 39002
FEATURES and BENEFITS:

« Eliminates usual cable/connector assembling.

« Ultimate strain relief inherent in design.

« Inseparable - nothing to come apart.

« No pull tabs required; cable molded into connector.

« Eliminates usually exposed conductor ends.

« Standard .050 in. (1,27 mm) pitch round-wire flat ribbon cable.

« Line-by-line probe access holes are standard.

« Industry standard interface dimensions - directly interchangeable replacements
for other standard IDC socket cable assemmblies - mate with male headers
and DRP’s with .025 in. (0,64 mm) square or round posts on .100 x .100 in.
(2,54 mm) spacing.

» Three industry-standard polarity keying systems.

« Slotted ends clear adjacent posts when installed in continuous-row headers.

« Typical applications include: jumpering within a PC board; interconnecting
between PC boards, backplanes and motherboards; interfacing input / output

Socket With Tab Key signals to the system as well as to test and checkout equipment.

» 100% factory testing of each jumper shipped.

SPECIFICATIONS: -

L _ SESESASESESASES)
Electrical: UL File No. E189343 ceeecescses
Current rating: 1amp (D.C.)

Dielectrical withstanding voltage: 1000 volts (sea level) MMM
Physical:
Contact material: CuNi182n20
Plating: see Surface-Finish-Materials Table
R
Environmental:
. |
Material: U.L. rated 94 V-O
Operating temperature range: -40°C to +105°C H
2,54mm DIMENSIONS: in inch (mm)
1 -
- \ [ [ .
hOOOOOOODH-— Size | W
rOooooooo o4 08 0.560 (14,22)

O 2,54mm 10 | 0.660(16.76)

14 0.860 (21,84)
16 0.960 (24,38)
20 1.160 (29,46)

W 2 1.460 (37,08)

34 1.860 (47,24)

OO OCEE000CCO M M- 40| 2160(5486)

50 2.660 (67,56)

10,41mm ﬂ H 8 26mm 60 | 3.160(80,26)
il 1

‘H— 1,52mm L 1,02mm



A P Products

Ordering Information

LEFT-END... RIGHT-END CONNECTOR STYLE NUMBERS
SOCKET with Tab Key NO CONNECTOR | SOCKET without Tab [ SOCKET with Tab Key DIP DRB
Style 39002 Style 39000 Style 39001 Style 39002 Style 39007 Style 39023
DOWN DOWN DOWN DOWN DOWN

%

OPEN

&7

N
&

up up

4
4

Stripped and
tinned available

STRIPE UP
DOWN DOWN DOWN DOWN DOWN
OPEN § )
upP Z upP upP
v 4 Stripped and
STRIPE DOWN tinned available

Easy 4-Step Jumper Description - EXAMPLE

For detailed information please see Technical Informations

STEP 1

STEP 2

STEP 3

STEP 4

CONTACT
LEFT CONTACTS CONNECTOR STYLE NO. FINISH CONNECTOR SIZE
Left uP =LP _ -
ey o LNl slalolol2l—lola] —[2]0]
Left Open =LO CONTACT
RIGHT CONTACTS CONNECTOR STYLE NO. FINISH CONNECTOR SIZE
RightuP ~ =RP S -
o [=le] [s[alelelA—[ex] —[2T0]
Right Open =RO NUMBER OF
CABLE (conductor #1) CABLE STYLE NO. ALWAYS ,,00¢ CONDUCTORS
StripeuP  =SP - -
srveson oy Lsinllzl9ls[2l2j—l0o]o]—[2]0]
TIP-TO-TIP JUMPER LENGTH DECIMAL
MilliMeters =MM
it M [ To] [Tz o] o], [o[o]

NOTES: Where connector sizes are different, the inactive contacts will be located farthest from the cable stripe unless
otherwise specified.
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A P Products

Ordering Information

LEFT-END... RIGHT-END CONNECTOR STYLE NUMBERS
SRB NO CONNECTOR SRB SRS
Style 39033 Style 39000 Style 39033 Style 39035
DOWN DOWN DOWN
up up uP s
£~
Stripped and \ e
tinned available -
STRIPE UP
DOWN DOWN DOWN
UrP upP UrP ——=
=
, el
Stripped and .
tinned available
STRIPE DOWN

Easy 4-Step Jumper Description - EXAMPLE

For detailed information please see Technical Informations

CONTACT
LEFT CONTACTS CONNECTOR STYLE NO. FINISH CONNECTOR SIZE
STEP1  LeftuP =LP N -
et P [T [Talo[s[s]—[ols] —[=1o]
Left Open =LO CONTACT
RIGHT CONTACTS CONNECTOR STYLE NO. FINISH CONNECTOR SIZE
STEP2  RiohtwP =RP Iele|[s] 9lol ol #—lo]z | —[2]0]
Right dowN =
Right Open =RO NUMBER OF
CABLE (conductor #1) CABLE STYLE NO. ALWAYS ,,00¢ CONDUCTORS
STEP3  StripeuP  =SP - -
srveson oy Lsinllzl9ls[2l2j—lo]o]—[2]0]
TIP-TO-TIP JUMPER LENGTH DECIMAL
STEP4  MiliMeters =MM |M|M|| |7_|0|0| |O|O|
INches =IN hd

NOTES: Where connector sizes are different, the inactive contacts will be located farthest from the cable stripe unless

otherwise specified.
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\} A P Products

SRS (Single-Row-Socket) Jumper Selection Guide

Style No.: 39035
FEATURES and BENEFITS:

« Eliminates usual cable/connector assembling.

« Inseparable - nothing to come apart.

« Ultimate strain relief inherent in design.

« No pull tabs required; cable molded into connector.

« Eliminates usually exposed conductor ends.

« Single-row contacts on .100 in. (2,54 mm) centers.

« Line-by-line probe access holes are standard.

« Mate with single rows of .025 in (0,64 mm) square or round posts spaced on
standard .100 in. (2,54 mm) centers.

» May be daisy chained onto .050 in (1,27 mm) and .100 in. (2,54 mmm) pitch cable
as well as combined with other IDC connector styles on .050 pitch cables.

« Insertable polarity keys are available.

» 100% factory testing of each jumper shipped.

SPECIFICATIONS:
I EEEEEEEEEEEEN
Electrical: UL File No. E189343
Current rating: 1amp (D.C.)
Dielectrical withstanding voltage: 1000 volts (sea level)
Physical:
Contact material: CuNi18Zn20
Plating: see Surface-Finish-Materials Table
Environmental:
Material: U.L. rated 94 V-O
Operating temperature range: -40°C to +105°C
2,54mm m+ DIMENSIONS: in inch (mm)
| (21 0 0 0 0 ) (R [ [ D | size | w

04 0.494 (12,55)
05 0.594 (15,09)
07 0.794 (20,17)
08 0.894 (22,71)
09 0.994 (25,25)
10 1.094 (27,79)
1 1.194 (30,33)
12 1.294 (32,87)
14 1.494 (37,95)
16 1.694 (43,03)
18 1.894 (48,11)
20 2.094 (53,19)
24 2.494 (63,35)
32 3.294 (83,67)




A P Products

Ordering Information

LEFT-END... RIGHT-END CONNECTOR STYLE NUMBERS
SRS NO CONNECTOR SRB SRS
Style 39035 Style 39000 Style 39033 Style 39035
DOWN
OPEN DOWN % DOWN
UP up up =
=
Stripped and %
tinned available
DOWN DOWN DOWN
up uP up —F
-c"a
Stripped and %
tinned available
STRIPE DOWN

Easy 4-Step Jumper Description - EXAMPLE

For detailed information please see Technical Informations

STEP1

STEP 2

STEP 3

STEP 4

CONTACT
LEFT CONTACTS CONNECTOR STYLE NO. FINISH CONNECTOR SIZE
Left uP =LP - -
ey o LNl lslalo lslsl—lols|—[2]0]
Left Open =LO CONTACT
RIGHT CONTACTS CONNECTOR STYLE NO. FINISH CONNECTOR SIZE
RightuP  =RP S -
e ® [=le] [lalelelz—[e[x] —[zTe]
Right Open =RO NUMBER OF
CABLE (conductor #1) CABLE STYLE NO. ALWAYS ,00°  CONDUCTORS
Stripe uP~ =SP _ -
St douN SN IsiNf[z]alz]2]2]—[0]0|—[=2]0]
TIP-TO-TIP JUMPER LENGTH DECIMAL
MilliMeters =MM
Mieirs W [5T50] [Tz To]o], [o]o]

NOTES: Where connector sizes are different, the inactive contacts will be located farthest from the cable stripe unless
otherwise specified.
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ol ii A P Products

ORDER FORM

For Orders, Samples, Quotes, etc.

Name:

Company:

Department:

Street:

City:

Country Code: ZIP Code:

Country:

Tel.:

Fax:

E-Mail:

Easy 4-Step Jumper Description For detailed information please turn over

CONTACT
LEFT CONTACTS CONNECTOR STYLE NO. FINISH CONNECTOR SIZE

STEP1  LeftuP =LP S -
et e T[T T T [ ]—[ 1 1—[C1]
Left Open =LO CONTACT
RIGHT CONTACTS CONNECTOR STYLE NO. FINISH CONNECTOR SIZE
STEP2 RightuP  =RP - -
Rt R [T T [ J—C[]—[T]
Right Open =RO NUMBER OF
CABLE (conductor #1) CABLE STYLE NO. ALWAYS ,00  CONDUCTORS
STEP3  StripeuP  =SP _ -
St S [T JCT T T T ]—[elo]—[T]

TIP-TO-TIP JUMPER LENGTH DECIMAL

STEP4  MilliMeters =MM
INches =IN | | || l l | |.| | |

QUANTITY: QUOTE O SAMPLE O ORDER O




A P Products

Standard Assembly Styles Surface Finish Materials
[} No. | Surface (Minimum Thickness 1,27 pm)
" 00 | Base metal (no additional surface)
01 | Tinned 2,54 um (Tin/Lead, non RoHS)
Left Down LN 02 | Gold 0,25 uym
Right Open RO 03 | Gold 0,51 uym (available on request)
Stripe Up SP
04 | Gold 0,76 um (available on request)
1
L 05 | Tinned 2,54 um (RoHS compliant)
99 | Other contact finishes can be produced.
Send specifications for quotation.
Left Down LN
Right Open RO Cable Material
Stripe Down SN
Cable Style No.: 39304 39306 39322
- Insulation
Material: PVC PVC PVC
Color: Gray Gray Multi
Left Down LN First Conductor: Red Red Brown
Right Down RN
Stripe Up SP Conductor
- Size: 28 AWG 26 AWG 28 AWG
. Stranding: 7 x 36 7x34 7 x 36
Material: Copper Copper Copper
Left Down LN
Right Up RP Connector Style Numbers:
Stripe Up SP Socket Without Tab: SRB:
] Style No.: 39001 Style No.: 39033
Socket With Tab Key: SRS:
Style No.: 39002 Style No.: 39035
DIP: No Connector:
. Style No.: 39007 Style No.: 39000
Left Down LN
Right Up RP DRB:
Stripe Down SN Style No.: 39023
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